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6 Ton Battery Crimping Range

FEATURES:
• Flip open head with 180o opening
• Suitable for crimping in narrow working spaces
• Super quick, light weight and easy to operate.
• Built in safety valve, automatic pressure-relief at Max. pressure.
• Built-in microchip controller, more crimping times with one time charge, 

protect the device body.
• Crimping head rotates 360 degrees, suitable for different angles.
• Battery not included
• Uses 18V Lithium Ion Makita battery directly.
• Battery adaptors available only with kit options listed below.
 ALCBAMKDW uses Dewalt 18V Lithium Ion batteries.
 ALCBAMKMW uses Milmaukee 18V Lithium Ion batteries.

TECHNICAL:

Head type: Flip top

Crimping force: 6 Ton

Rated Pressure: 720 bar

Crimping capacity: 300mm² (CU)/240mm² (AL)

Weight: 3.1 kg

Cat. No. Description
Kit Contains

Cat. No. Description Image

ALCCT-6/WA

6 Tonne Battery Crimper Tool with Adaptors

ALCCT-6 6 Tonne Battery Crimper (skin only)

ALCBAMKDW Battery Adaptor Makita to Dewalt

ALCBAMKMW Battery Adaptor Makita to Milwaukee

ALCCT-6/KIT

6 Tonne Battery Crimper Kit

ALCCT-6 6 Tonne Battery Crimper (skin only)

ALCK6-DIEKIT 6 Tonne Die kit 10-300 mm

ALCBAMKDW Battery Adaptor Makita to Dewalt

ALCBAMKMW Battery Adaptor Makita to Milwaukee

Warning: Always disconnect adaptors from batteries before charging.
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